D&D MOTOR SYSTEMS INC.
SYRACUSE N.Y.

Model # ES-31H-16

Mfg. Date Serial #
[Comoxx ] [ XXXK ] [

Rating Voltage
ClassH | [ XX ]

TORQUE SPECIFICATION FOR
POWER CABLE SECURING TOP NUTS
3/8-16 UNC - 140 IN / LBS MAX
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TAPPED THRU -
| 8.24
03 -.05 x 45° CHAMFER BREAK THRU PERMISSABLE
4 PLACES, ON A 25.875 B. C. -03 -.05 x 45° CHAMFER
4 PLACES, ON A 95.875 B. C.
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5/16 - 18 UNC THREAD [ 5/16 - 18 UNC THREAD _ #
o7 V.75 * V.75 A2
) DETAIL A MOTOR WIRING CONNECTIONS:
2.00 TYP SECTIONA-A S1e_l s2 CW ROTATION DRIVE END
_A . V_ CONNECT S2 & A1 TOGETHER
\ 7 | | CONNECT S1 TO BATTERY TERMINAL
.81 M Ale—| CONNECT A2 TO OTHER BATTERY TERMINAL
U == 1.22 CCW ROTATION DRIVE END
N ELECTRICAL WIRING DIAGRAM SWITCH S1 & S2 CONNECTIONS
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D & D MOTOR SYSTEMS INC

DO NOT SCALE

WORK TO DIMENSIONS

TOLERANCES UNLESS OTHERWISE SPECIFIED ARE AS FOLLOWS

; ki MOTOR OUTLINE
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